
BULBOUT TO BE FULL
WIDTH CONCRETE TO
PROVIDE SEPARATION

BETWEEN PEDESTRIANS
AND THE TRAVEL LANE

ADDITIONAL DRAINAGE
INLET TO REDUCE WATER
FLOW AROUND BULBOUTSOUTHERLY PORTION OF

MEDIAN TO BE NARROWED
TO ALLOW FOR STRIPED

BIKE LANE AND LANE
TRANSITION

STRIPING TO BE MODIFIED
TO RETAIN SOME PARKING

ON THIS SIDE OF THE STREET

PORK CHOP TO BE
MODIFIED TO WIDEN
RIGHT TURN LANE

BULBOUT TO BE FULL
WIDTH CONCRETE TO
PROVIDE SEPARATION

BETWEEN PEDESTRIANS
AND THE TRAVEL LANE

ADDITIONAL DRAINAGE
INLET TO REDUCE WATER
FLOW AROUND BULBOUT

NEW RAMP TO ALLOW
BIKES TO USE THE

SIDEWALK

LEGEND
-
- RAISED MEDIANS
-
- STRIPED BIKE LANES
-
- CENTERLINE STRIPING



LEGEND
-
- RAISED MEDIANS
-
- STRIPED BIKE LANES
-
- CENTERLINE STRIPING

MEDIAN NARROWED TO 10' TO
ALLOW FOR STRIPED BIKE

LANES AND PROVIDE
SEPARATION BETWEEN THE

SIDEWALKS AND TRAVEL LANES

MEDIAN NARROWED TO 10' TO
ALLOW FOR STRIPED BIKE

LANES AND PROVIDE
SEPARATION BETWEEN THE

SIDEWALKS AND TRAVEL LANES

MEDIAN NARROWED TO 10' TO
ALLOW FOR STRIPED BIKE

LANES AND PROVIDE
SEPARATION BETWEEN THE

SIDEWALKS AND TRAVEL LANES

MEDIAN NARROWED TO 10' TO
ALLOW FOR STRIPED BIKE

LANES AND PROVIDE
SEPARATION BETWEEN THE

SIDEWALKS AND TRAVEL LANES

MEDIAN NARROWED TO
10' TO ALLOW FOR

STRIPED BIKE LANES
AND PROVIDE

SEPARATION BETWEEN
THE SIDEWALKS AND

TRAVEL LANES MEDIAN TO BE REMOVED
TO PROVIDE ADDITIONAL

ON-STREET PARKING




